
 

Guangdong Taojiayue High-tech Material Technology Co., Ltd. 

Tel:+86-020-39009191 P/Skype/Whatsapp:+8618566530506  

Email:info@linchemical.com Website:www.linchemical.com  

No.106, Feng Zhe East Road, Nansha Area, Guangzhou City China 

 

 

The information and statement herein are believed to be reliable but are not to be construed as a warranty or representation for 

which we assume legal responsibility, Users should undertake sufficient verification and testing to determine the suitable for their 

own particular purpose of any information or products referred to herein. No warranty of fitness for a particular purpose is made. 

 

LINSORB 1164 

Chemical Name:  

2-(4,6-Bis-(2,4-dimethylphenyl)-1,3,5-triazin-2-yl)-5-(octyloxy)-phenol 

Formula C33H39N3O2 

 

Molecular Weight 509.7 

CAS# 2725-22-6 

Physical Properties: 

Appearance 
yellowish powder 

Melting point 89-93oC 

Ash ≤0.1% 

Loss on drying ≤0.3% 

Purity ≥98%(HPLC) 

Applications:           

 > LINSORB 1164 has low volatility and good compatibility with polymer and other additives. It can 

apply to POM, PA, PC, PE, PET, ABS resin and PMMA, etc. And it is especially suitable for nylon and 

engineering plastics. Recommended dosage: PE 0.2-0.4 %, PC 0.15-0.3%, ABS 0.3-0.5%  

Handing and safety:  

>For additional handing and toxicological information, please consult us for Maternal Safety Date Sheet. 

Package:              

 

>20KG cartons or drums 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


